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This document shows the changes made to the “MIPS IV Instruction Set” 
document between Revision 3.1 and 3.2. It includes the significant changed pages 
marked, as in the Rev 3.2 document, with change bars. 


There are some minor corrections to the instruction descriptions. The main change 
between these two versions was that the opcode encoding section was expanded. 
A discussion of instruction decode was added to guide use of the tables. Separate 
tables of CPU and FPU encodings are provided for each architecture level and for 
the changes made in each architecture revision. 


Changes from previous revision: 


Changes are generally marked by change bars in the outer margin of the page — 
just like the bar to the side of this line. Minor corrections to punctuation and 
spelling are neither marked with change bars nor noted in this list. Some changes 
in figures are not marked by change bars due to limitations of the publishing tools. 


CVT.D.fmt Instruction 


Change the architecture level for the CVT.D.L version of the instruction 
from: 
to: MIPS III 


CVT.S.fmt Instruction 


_ Change the architecture level for the CVT.S.L version of the instruction 
from: 
to: MIPS Ill 


LWL Instruction 


In the example in Fig. A-4 the sign extension “After executing LWL $24,2($0)” 
should be changed 

from: no cng or sign ext 

to: sign bit (31) extend. 


The information in the tables later in the instruction description is correct. 


MOVE Instruction 


Change the name of the constant value in the function field 
from: MOVC 
to: MOVCI 


There isa corresponding change in the FPU opcode encoding table in section 0.4 
with opcode=SPECIAL and function=MOVC, changing the value to MOVCI. 


MOVF.fmt Instruction 


Change the name of the constant value in the function field 
from: MOVC 
to: MOVCF 
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There is a corresponding change in the FPU opcode encoding table in section 0.4 
with opcode=COP1, fmt = S or D, and function=MOVC, changing the value to 
MOVCI. 


MOVT Instruction 


Change the name of the constant value in the function field 
from: MOVC 
to: MOVCI 


There is a corresponding change in the FPU opcode encoding table in section 0.4 
with opcode=SPECIAL and function=MOVC, changing the value to MOVCI. 


MOVT.fmt Instruction 


Change the name of the constant value in the function field 
from: MOVC 
to: MOVCF 


There is a corresponding change in the FPU opcode encoding table in section 0.4 
with opcode=COP1, fmt = S or D, and function=MOVC, changing the value to 
MOVCI. 


CPU Instruction Encoding tables 


Revise the presentation of the opcode encoding in section 0 2 for greater clarity 
when considering different architecture levels or operating a MIPS III or MIPS IV 
processor in the MIPS II or MIPS III instruction subset modes. 


There is a separate encoding table for each architecture level. There is a table of the 
MIPS IV encodings showing the architecture level at which each opcode was first 
defined and subsequently modified or extended. There is a separate table for each 
architecture revision III, II-III, and III]-IV showing the changes made in that 
revision. 


FPU Instruction Encoding tables 


Revise the presentation of the opcode encoding in section 0.4 for greater clarity 
when considering different architecture levels or operating a MIPS III or MIPS IV 
processor in the MIPS II or MIPS III instruction subset modes. 


There is a separate encoding table for each architecture level. There is a table of the 
MIPS IV encodings showing the architecture level at which each opcode was first 
defined and subsequently modified or extended. There is a separate table for each 
architecture revision Ill, II-III, and IlI]-IV showing the changes made in that 
revision. 
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Ewh | Load Word Left 


26 25 21 20 16 15 0 


LWL 
—— 


16 


Format: LWL rt, offset(base) MIPS | 


Purpose: To load the most-significant part of a word as a signed value from an 
unaligned memory address. 


Description: rt <— rt MERGE memony[base+offset] 


The 16-bit signed offset is added to the contents of GPR base to form an effective address 
(EffAddr). EffAddr is the address of the most-significant of four consecutive bytes 
forming a word in memory (W) starting at an arbitrary byte boundary. A part of W, the 
most-significant one to four bytes, is in the aligned word containing EffAddr. This part 
of W is loaded into the most-significant (left) part of the word in GPR rt. The remaining 
least-significant part of the word in GPR rt is unchanged. 


If GPR rt is a 64-bit register, the destination word is the low-order word of the register. 
The loaded value is treated as a signed value; the word sign bit (bit 31) is always loaded 
from memory and the new sign bit value is copied into bits 63..32. 


Word at byte 2 in memory, big-endian byte order, - each mem byte contains its address 






most - significance - | least 


0} 1/2/3}4/5)6]/7 8 | 9 Memory initial contents 


32-bit GPR 24: 
64-bit GPR 24 












Initial contents 


After executing LWL $24,2($0) 










}2| 3 | ooh: 


Then after LWR $24,5($0) 





eS eB 
_sonbnesrenand | 2) 3 | 4 | 5 | 


Figure A-2 Unaligned Word Load using LWL and LWR. 
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Load Word Left LWL 


The figure above illustrates this operation for big-endian byte ordering for 32-bit and 
64-bit registers. The four consecutive bytes in 2..5 form an unaligned word starting at 
location 2. A part of W, two bytes, is in the aligned word containing the most- 
significant byte at 2. First, LWL loads these two bytes into the left part of the 
destination register word and leaves the right part of the destination word unchanged. 
Next, the complementary LWR loads the remainder of the unaligned word. 


The bytes loaded from memory to the destination register depend on both the offset of 
the effective address within an aligned word, i.e. the low two bits of the address 
(vAddr, 9), and the current byte ordering mode of the processor (big- or little-endian). 
The table below shows the bytes loaded for every combination of offset and byte 
ordering. 


Table A-28 Bytes Loaded by LWL Instruction 
Memory contents and byte offsets 













Initial contents of Dest Register 








0 1 2 3 €big-endian 64-bit register 


| 1} Jd | K]L | offset (vAddr, 9) 


3 2 1 O €little-endian most. ~ ianifi 





most least 





— significance — 
Destination 64-bit register contents after instruction (shaded is unchanged) 




















Big-endian se ordering vAddr, 0 boil 










The word sign (31) is always loaded and the value is copied into bits 63..32. 
vAddr, 6 Little-endian 


1 
2 
3 





32-bit register Big-endian 





1 
2 
3 


The unaligned loads, LWL and LWR, are exceptions to the load-delay scheduling 
restriction in the MIPS I architecture. An unaligned load instruction to GPR rt that 
immediately follows another load to GPR rt can “read” the loaded data. It will 
correctly merge the 1 to 4 loaded bytes with the data loaded by the previous 
instruction. 
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LWL Load Word Left 


Restrictions: 


MIPS I scheduling restriction: The loaded data is not available for use by the following 
instruction. The instruction immediately following this one, unless it is an unaligned 
load (LWL, LWR), may not use GPR rt as a source register. If this restriction is violated, 
the result of the operation is undefined. 


Operation: 32-bit processors | 


vAddr < sign_extend(offset) + GPR[base] 
(pAddr, uncached) <- AddressTranslation (vAddr, DATA, LOAD) 
pAddr <— pAddripsize.1)..2 Il (pAddr. 9 xor ReverseEndian’) 
if BigEndianMem = 0 then 
pAddr <_ pAddr(psize-1)..2 i 0? 
endif 
byte — vAddr, 9 xor BigEndianCPU 
memword <- LoadMemory (uncached, byte, pAddr, vAddr, DATA) 
GPR[rt] — memword7,g*pyte..o |! GPR[rtlos_s*pyte..o 


Operation: 64-bit processors 


vAddr < sign_extend(offset) + GPR[base] 
(pAddr, uncached) <— AddressTranslation (vAddr, DATA, LOAD) 
pAddr < pAddripgize.1)..3 II (pAddro. 9 xor ReverseEndian’) 
if BigEndianMem = 0 then 
pAddr <— pAddr(psiZe-1)..3 II 0° 
endif 
byte — Ol (vAddr, 9 xor BigEndianCPU?) 
word <— vAddr, xor BigEndianCPU 
memdouble < LoadMemory (uncached, byte, pAddr, vAddr, DATA) 


temp — memdoubles, +32*word-8*byte..32*word l GPR[rt]o3-8*byte..o 
GPR[n] — (temp3,)*2 Il temp 


Exceptions: 
TLB Refill, TLB Invalid 


Bus Error 
Address Error 


Programming Notes: 


The architecture provides no direct support for treating unaligned words as unsigned 
values, i.e. zeroing bits 63..32 of the destination register when bit 31 is loaded. See SLL 
or SLLV for a single-instruction method of propagating the word sign bit in a register 
into the upper half of a 64-bit register. 
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Floating-Point Convert to Double Floating-Point CVT.D.fmt 
31 26 25 21 20 16 15 11 10 6 5 0 


COP1 


010001 





Format: CVT.D.S fd, fs MIPS | 
CVT.D.W _ fd, fs 
CVT.D.L fd, fs MIPS Ill 
Purpose: To convert an FP or fixed-point value to double FP. 


Description: fd — convert_and_round(fs) 


The value in FPR fs in format fmt is converted to a value in double floating-point format 
rounded according to the current rounding mode in FCSR. The result is placed in FPR. 


fa. 


If fmt is S or W, then the operation is always exact. 


Restrictions: 


The fields fs and fd must specify valid FPRs; fs for type fmt and fd for double floating- 
point; see Floating-Point Registers on page B-6. If they are not valid, the result is 
undefined. 


The operand must be a value in format fmt; see section B 7 on page B-24. If it is not, the 
result is undefined and the value of the operand FPR becomes undefined. 


Operation: 
StoreFPR (fd, D, ConvertFmt(ValueFPR(fs, fmt), fmt, D)) 


Exceptions: 


Coprocessor Unusable 
Reserved Instruction 
Floating-Point 
Invalid Operation 
Unimplemented Operation 
Inexact 
Overflow 
Underflow 
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Floating-Point Convert to Single Floating-Point CVT.S.fmt 
31 26 25 21 20 16 15 11. 10 6 5 0 













: COP'1 
010001 


fmt 0 fs CVT.S 
100000 





6 5 5 5 5 6 
Format: CVT.S.D fd, fs MIPS | 
CVT.S.W _ fd, fs | 
CVT.S.L fd, fs MIPS Ill 
Purpose: To convert an FP or fixed-point value to single FP. 


Description: fd — convert_and_round(fs) 


The value in FPR fs in format fmt is converted to a value in single floating-point format 
rounded according to the current rounding mode in FCSR. The result is placed in FPR 


fa. 
Restrictions: 


The fields fs and fd must specify valid FPRs; fs for type fmt and fd for single floating- 
point; see Floating-Point Registers on page B-6. If they are not valid, the result is 
undefined. 


The operand must be a value in format fmt; see section B 7 on page B-24. If it is not, the 
result is undefined and the value of the operand FPR becomes undefined. 


Operation: 
StoreFPR(fd, S, ConvertFmt(ValueFPR(fs, fmt), fmt, S)) 


Exceptions: 


Coprocessor Unusable 
Reserved Instruction 
Floating-Point 
Invalid Operation 
Unimplemented Operation 
Inexact 
Overflow 
Underflow 
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MOV | Move Conditional on FP False 


21 20 18 17 16 15 11 10 0 
SPECIAL MOVCI 
000000 — ame 
Format: MOVF _ rd, rs, cc MIPS IV 
Purpose: To test an FP condition code then conditionally move a GPR. 


Description: if (cc = 0) then rd — rs 
If the floating-point condition code specified by cc is zero, then the contents of GPR rs 
are placed into GPR rd. 

Restrictions: 


None 


Operation: 


active <— FCC[cc] = tf 
if active then 

GPRird] — GPR[rs] 
endif 


Exceptions: 


Reserved Instruction 
Coprocessor Unusable 
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Floating-Point Move Conditional on FP False _MOVr. imt 
26 25 2120 18 171615 1110 | 


COP1 ot MOVCF 
/o10001 —— 


Format: MOVF.S _ fd, fs, cc MIPS IV 
MOVF.D fd, fs, cc 


Purpose: To test an FP condition code then conditionally move an FP value. 





Description: if (cc = 0) then fd < fs 


If the floating-point condition code specified by cc is zero, then the value in FPR fs is 
placed into FPR fd. The source and destination are values in format fmt. 


If the condition code is not zero, then FPR fs is not copied and FPR fd contains its 
previous value in format fmt. If fd did not contain a value either in format fmt or 
previously unused data from a load or move-to operation that could be interpreted in 
format fmt, then the value of fd becomes undefined. 


The move is non-arithmetic; it causes no IEEE 754 exceptions. 


Restrictions: 


The fields fs and fd must specify FPRs valid for operands of type fmt; see Floating-Point 
Registers on page B-6. If they are not valid, the result is undefined. 


The operand must be a value in format fmt; see section B 7 on page B-24. If itis not, the 
result is undefined and the value of the operand FPR becomes undefined. 


Operation: 


if FCC[cc] = tf then 

StoreFPR(fd, fmt, ValueFPR(fs, fmt)) 
else 

StoreFPR(fd, fmt, ValueFPR(fd, fmt)) 
endif 


Exceptions: 

_ Coprocessor Unusable 
Reserved Instruction 
Floating-Point 

Unimplemented operation 
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Move Conditional on FP True MOVT 
26 25 21 20 18 17 16 15 1110 0 


SPECIAL MOVCI 
ees seen mh 


Format: MOVT rd, rs, cc MIPS IV 
Purpose: To test an FP condition code then conditionally move a GPR. 
Description: if (cc = 1) then rd — rs 


If the floating-point condition code specified by cc is one then the contents of GPR rs 
are placed into GPR rd. 


Restrictions: 
None 

Operation: 
if FCC[cc] = tf then 

GPRi(rd] — GPRi[rs] 

endif 

Exceptions: 
Reserved Instruction 
Coprocessor Unusable 


FPU Instruction Set MIPS IV Instruction Set. Rev 3.2 B-69 


| movi tn Floating-Point Move Conditional on FP True 
26 25 2120 18 17 16 15 1110 0 


COP1 MOVCF 
08001 std 


Format: MOVT.S fd, fs, cc MIPS IV 
MOVT.D fd, fs, cc 


Purpose: To test an FP condition code then conditionally move an FP value. 





Description: if (cc = 1) then fd < fs 


If the floating-point condition code specified by cc is one then the value in FPR fs is 
placed into FPR fd. The source and destination are values in format fmt. 


If the condition code is not one, then FPR fs is not copied and FPR fd contains its 
previous value in format fmt. If fd did not contain a value either in format fmt or 
previously unused data from a load or move-to operation that could be interpreted in 
format fmt, then the value of fd becomes undefined. 


The move is non-arithmetic; it causes no IEEE 754 exceptions. 


Restrictions: 


The fields fs and fd must specify FPRs valid for operands of type fmt; see Floating-Point 
Registers on page B-6. If they are not valid, the result is undefined. 


The operand must be a value in format fmt; see section B 7 on page B-24. If it is not, the 
result is undefined and the value of the operand FPR becomes undefined. 


Operation: 


if FCCicc] = tf then 

StoreFPR(fd, fmt, ValueFPR(fs, fmt)) 
else 

pilerve fmt, ValueFPR(fd, fmt)) 
endif 


Exceptions: 


Coprocessor Unusable 

Reserved Instruction 

Floating-Point 
Unimplemented operation 
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A7 CPU Instruction Formats 


A CPU instruction is a single 32-bit aligned word. The major instruction formats 
are shown in Figure A-10. 


de (Immediate). 
26 25 21 20 16 15 


fem fe fe mm 


16 


Oo 


J-Type (Jump). 
31 26 25 


© 


opcode instr_index 


fe 
no} lL. 
0) 


— (Register). 
26 25 21 20 16 15 11 10 
oe fe De fe | oe 
opcode 6-bit primary operation code 
rd 5-bit destination register specifier 
rs 5-bit source register specifier 


5-bit target (source/ destination) register specifier or used to 


. specify functions within the primary opcode value REGIMM 


immediate 16-bit signed immediate used for: logical operands, arithmetic 
signed operands, load/store address byte offsets, PC-relative 
branch signed instruction displacement 


instr_index 26-bit index shifted left two bits to supply the low-order 28 bits of 
the jump target address. 


sa 5-bit shift amount 


6-bit function field used to specify functions within the primary 


function operation code value SPECIAL. 


Figure A-10 CPU Instruction Formats 
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A8 CPU Instruction Encoding 


This section describes the encoding of user-level, ie. non-privileged, CPU 
instructions for the four levels of the MIPS architecture, MIPS I through MIPS IV. Each 
architecture level includes the instructions in the previous level; MIPS IV includes all 
instructions in MIPS I, MIPS II, and MIPS III. This section presents eight different views of 
the instruction encoding. 


e Separate encoding tables for each architecture level. 
e A MIPSIV encoding table showing the architecture level at which each 
opcode was originally defined and subsequently modified (if modified). 


e Separate encoding tables for each architecture revision showing the 
changes made during that revision. 


A 8.1 Instruction Decode 
Instruction field names are printed in bold in this section. 


The primary opcode field is decoded first. Most opcode values completely specify 
an instruction that has an immediate value or offset. Opcode values that do not specify an 
instruction specify an instruction class. Instructions within a class are further specified by 
values in other fields. The opcode values SPECIAL and REGIMM specify instruction 
classes. The COPO, COP1, COP2, COP3, and COP1X instruction classes are not CPU 
instructions; they are discussed in section A 8.3. 


A 8.1.1 SPECIAL instruction Class 


The opcode=SPECIAL instruction class encodes 3-register computational 
instructions, jump register, and some special purpose instructions. The class is further 
decoded by examining the format field. The format values fully specify the CPU 
instructions; the MOVCI instruction class is not a CPU instruction class. 


A 8.1.2 REGIMM Instruction Class 


The opcode=REGIMM instruction class encodes conditional branch and trap 
immediate instructions. The class is further decode, and the instructions fully specified, by 
examining the rt field. 


A 8.2 Instruction Subsets of MIPS III and MIPS IV Processors. 


MIPS III processors, such as the R4000, R4200, R4300, R4400, and R4600, have a 
processor mode in which only the MIPS II instructions are valid. The MIPS II encoding 
table describes the MIPS II-only mode except that the Coprocessor 3 instructions (COP3, 
LWC3, SWC3, LDC3, SDC3) are not available and cause a Reserved Instruction exception. 


t An exception to this rule is that the reserved, but never implemented, Coprocessor 3 
instructions were removed or changed to another use starting in MIPS III. 
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MIPS IV processors, such as the R8000 and R10000, have processor modes in which 
only the MIPS II or MIPS III instructions are valid. The MIPS II encoding table describes 
the MIPS II-only mode except that the Coprocessor 3 instructions (COP3, LWC3, SWC3, 
LDC3, SDC3) are not available and cause a Reserved Instruction exception. The MIPS III 
encoding table describes the MIPS III-only mode. 


A 8.3  Non-CPU Instructions in the Tables 


The encoding tables show all values for the field they describe and by doing this 
they include some entries that are not user-level CPU instructions. The primary opcode 
table includes coprocessor instruction classes (COP0, COP1, COP2, COP3/COP1X) and 
coprocessor load/store instructions (LWCx, SWCx, LDCx, SDCx for x=1, 2, or 3). The 
opcode=SPECIAL + function=MOVCI instruction class is an FPU instruction. | 


A 8.3.1 Coprocessor 0 - COPO 


COP0 encodes privileged instructions for Coprocessor 0, the System Control 
Coprocessor. The definition of the System Control Coprocessor is processor-specific and 
further information on these instructions are not included in this document. 


A 8.3.2. Coprocessor 1 - COP1, COP1X, MOVCI, and CP1 load/store. 


Coprocessor 1 is the floating-point unit in the MIPS architecture. COP1, COP1X, 
and the (opcode=SPECIAL + function=MOVC)) instruction classes encode floating-point 
instructions. LWC1, SWC1, LDC1, and SDC1 are floating-point loads and stores. The FPU 
instruction encoding is documented in section B.12. 


A 8.3.3 Coprocessor 2 - COP2 and CP2 load/store. 


Coprocessor 2 is optional and implementation-specific. No standard processor 
from MIPS has implemented coprocessor 2, but MIPS’ semiconductor licensees may have 
implemented it in a product based on one of the standard MIPS processors. At this time 
the standard processors are: R2000, R3000, R4000, R4200, R4300, R4400, R4600, R6000, 
R8000, and R10000. 


A 8.3.4 Coprocessor 3 - COP3 and CP3 load/store. 


Coprocessor 3 is optional and implementation-specific in the MIPS I and MIPS II 
architecture levels. It was removed from MIPS III and later architecture levels. Note that 
in MIPS IV the COP3 primary opcode was reused for the COP1X instruction class. No 
standard processor from MIPS has implemented coprocessor 2, but MIPS’ semiconductor 
licensees may have implemented it in a product based on one of the standard MIPS 
processors. At this time the standard processors are: R2000, R3000, R4000, R4200, R4300, 
R4400, R4600, R6000, R8000, and R10000. 
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Table A-37 CPU Instruction Encoding - MIPS I Architecture 


31 26 0 
bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 






000 
001 


[SPECIALS [REGIMM [J | JAL_| BEQ | BNE | BLEZ | BCTZ 

[appI_| ADDIU | sim _| simu | ANDI_|ori_| xORI| ul 

[coPO 6x | COPI 6x | COP? 6x |COP3émxl_* | * | | 
ee ee es 






NA OF && WN & © 





31 26 5 0 
ee 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 
0 
1 
2 
3 
4 
5 
6 
7 
[or] bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 
bits a 1 2 3 4 5 6 7 
20..19 001 mie 011 100 101 110 111 





00 
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Table A-38 CPU Instruction Encoding - MIPS II Architecture 


31 26 0 
bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 






NAO O -& WN — © 


31 26 5 0 
es Cd 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 4 5 6 7 
5.3 000 001 oe 011 100 101 110 a 





ly nuk WNHeEO 












31 26 20 16 0 
te 
= REGIMM 

[rt _| bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 

bits 0 1 2 3 4 5 6 7 

20..19 000 001 010 011 100 101 110 111 
0 oo [ BLiz | BCEZ | BliZl | BOE [| “| * |" | 
1 o [Toe | Tom | Tm | mmu | tea | | ™\e ] 
2 10 | BLTZAL | BGEZAL | BLTZALL |BcEzaLL|_- | - | |__| 
3 ee a ae ae a a a ae ee 
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Table A-39 CPU Instruction Encoding - MIPS III Architecture 


31 26 0 


bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31.29 000 001 010 011 100 101 110 111 





ooo [SPECIALS [REGIMM 8] J | JAL_| BEQ | BNE | BLEZ | GTZ 
oo [ADDI ADDU | Sim | simu | ANDI_| oR | xR |_1Ul 






010 [CoPO 6x | COPI sx | CoP éx| + | BEQL | BNEL | BLEZ | Bora | 
ou [ DaDDI_|DaDDIU| LDL | wR | “| | | 1 
100 
1 {sB | SH | swL_| SW | SDL_| SDR] SWR |p 
no [UL twers [twee | + | 1D | tocix | tee | 1D | 
m [sc__| sweie | sweax | + | scD_| SDCiz | SD@2x | 8D 






NA O§ & WN & © 





31 26 5 0 
[] 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 4 5 6 7 
5.3 000 001 010 011 100 101 110 111 








[abb_| abbU_|suB_| sUBU_| AND | OR | XOR | NOR 
= | str_|_stry_| Dapp | Dabpu | _psus_|DsuBU_ 
2 






ND OF f® WN — © 











31 26 20 16 0 
Re] Le | 
= REGIMM 
[ nt | bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 
bits 0 1 2 3 4 5 6 7 
20..19 000 001 010 011 100 101 110 111 
oo [Birz | Bcez | BLTZL | BCE@L [ * 


i 
ton | tonu [1m | mm | moa | - | ma | 
TBLTZAL | BGEZAL | BLTZALL |BGEZALL] + | * || | 
oe 


01 
10 
11 










WON = © 
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Table A-40 CPU Instruction Encoding - MIPS IV Architecture 


31 26 | 0 
bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 







000 
001 


[SPECIALS [REGIMM®| J | JAL_| BEQ | BNE | BLEZ | BCIZ 
[abbr_| ADbIU [simi] simu | ANDI_| oRl| xorl| Lu 
010 
ou [DaDbI [DADDI]| LbL | wR ||. | | | 
100 
in{sB | sH | swi_| sw | sbL_| SDR | SWR |p | 
no {tL | twels | Lwe2e | PREF [LUD | Lbcis | toc2s | LD 
im [sc sweix | swo2x |» | scD | sDcix | sbc2x | sD 







ND OF & WN © 





31 26 5 0 
5 Co) 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 a 5 6 7 
5.3 000 001 010 011 101 110 111 





000 [stk [Movers] sR] ana [suv [> sev aa 
oo [JR | JALR | MOVZ | MOVN | SYSCALL| BREAK | | SYNC 
[MFHI_|MTHI_|MFLO_| MTLO_| DsLiv| + | DSRLV | DsRAV_ 
[App [abby | “sus | “susu [aN [ok | “xon [Nor — 
sur sur |“ papo| pabou | “psu | psue 









NA On && WN © 
S 







[ | bits 18..16 _ Instructions encoded by the rt field when opcode field = REGIMM. 
bits 0 1 2 3 4 5 6 7 
20..19 000 001 010 011 100 101 110 111 
0 w [Buz | BcEZ | Bit | Boek] - [| "| “| - 
1 a [Ton | Tomu | mm | mm | te | - | me | 
2 10 [ BLTZAL | BGEZAL | BLIZALL [BGEZALL|_* |" || 
i 
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Table A-41 Architecture Level in Which CPU Instructions are Defined or Extended. 


The architecture level in which each MIPS IVencoding was defined is indicated by a subscript 1, 2, 3, 
or 4 (for architecture level I, II, III, or IV). If an instruction or instruction class was later extended, the 
extending level is indicated after the defining level. 


31 26 0 
bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 







SPECIAL 4[REGIMM,3| J, | JAL; | BEQ, | BNE, | BLEZ, | BGTZ, | 
Abbr, | ADDI, | strhy [sum |“ANDI, [on | xont, [Lun 
Cpapot; aves woe 
te; | 1H, [| tw, | tw, | tu, | LAU, | LWR, | Lwu, 
[s8; | SH; 








NO 8 & WN & © 
S 





31 26 5 ) 
7 a ) 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 4 5 6 7 
5.3 000 001 010 011 100 101 110 111 









000 


(JR; | JALR, | MOvz, | MOVN, [SYSCALL;| BREAK; |“; | SYNC. 
C MFHT, | MTHI, [MFLO, | MTLO, | DSLLV, |; | DRLV, | DSRAV, | 
(ADD, | ADDU, | SUB, | SUBU, | AND, | OR, | XOR, | NOR, | 
[1] stm, | stu, | DADD, [DADDU,| DsUB; | DSUBU, | 
Psi; [| *1 | DSRL3 | DSRAy | DSLL325 | 1 | DSRL32, | DSRA22,| 













110 
111 


*% 
a 






NBA Oo & WN — © 
S 















31 26 20 16 0 
te ce 
= REGIMM 
[ on | bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 
bits 0 1 2 3 4 5 6 7 
20..19 000 001 010 011 100 101 110 111 
0 oo (our, T pce, [ wurzt, Tec, Ty Ts Ty 
1 1 [ Tc, | ToEU, | Tm, | Tm, | Te, | 1 | TNE | 1 
> 10 [BUTZAty [BGEZAT, [BCTEALLS|BGEZALL| yy 
Te ara ei Tick A TR GOT INE OTS BT 
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Table A-42 CPU Instruction Encoding Changes - MIPS II Revision. 


31 26 | 0 


An instruction encoding is shown if the instruction is added in this revision. 


bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
0 
1 
2 
3 
4 
5 
6 
7 





31 26 5 0 














ee Cd 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 

bits 0 1 2 3 4 5 6 7 

5..3 000 001 010 011 100 101 110 111 

0 

1 

2 

3 

4 

5 

6 

7 

bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 

bits 0 1 2 3 4 5 6 7 
20..19 000 001 010 011 100 101 110 111 
oof | | Bia [BoE] | | | | 
1 o [ Ton | Ton | mn | mm | ma | | ma | 
2 wf | | Birzait [ecezate] | CCC 
ee 
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Table A-43_ CPU Instruction Encoding Changes - MIPS III Revision. 


31 26 0 


jel 


An instruction encoding is shown if the instruction is added or modified in this revision. 







bits 28..26 Instructions encoded by opcode field. 
bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
0 
1 of |i 
(was COP3) 
3 ou DADDI |DADDIU| IDL] DR |_| 
4 
0 [ 
6 110 ‘ LLD LD 
a a a a ee 





. SCD SD 
(was SWC3) | (was SDC3 








31 26 5 0 
a od 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 
0 
] 
2 
3 
4 
5 
2) ae i enn ee ee 
7_m| pel [| sri_[ DSRA_| batts: |__| Daria | DeRAs2_| 
31 26 20 16 0 
a 
= REGIMM 
[ | bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 
bits 0 1 2 3 4 5 6 7 
20.19 000 001 010 011 100 101 110 111 
0 00 
1 Ol 
2 10 
3 0 
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Table A-44 CPU Instruction Encoding Changes - MIPS IV Revision. 


31 26 | 0 


An instruction encoding is shown if the instruction is added or modified in this revision. 


bits 28..26 Instructions encoded by opcode field. 





NA OO & WN K& S&S 





31 26 5 0 
5 a Co 
= SPECIAL 
bits 2..0 Instructions encoded by function field when opcode field = SPECIAL. 
bits 0 1 2 3 4 5 6 7 
5.3 000 001 010 011 100 101 110 111 
0 
1 
2 
3 
4 
5 
6 
7 
[on] bits 18..16 Instructions encoded by the rt field when opcode field = REGIMM. 
bits 0 1 2 3 4 5 6 7 
20..19 000 001 010 011 100 101 110 111 
0 00 
1 01 
2 10 
3 1 


A-184 MIPS IV Instruction Set. Rev 3.2 CPU Instruction Set 


Key to notes in CPU instruction encoding tables: 


* 


This opcode is reserved for future use. An attempt to execute it causes a 
Reserved Instruction exception. 


This opcode is reserved for future use. An attempt to execute it produces 
an undefined result. The result may be a Reserved Instruction exception 
but this is not guaranteed. 


(also italic opcode name) This opcode indicates an instruction class. The 
instruction word must be further decoded by examing additional tables 
that show values for another instruction field. 


This opcode is a coprocessor operation, not a CPU operation. If the 
processor state does not allow access to the specified coprocessor, the 
instruction causes a Coprocessor Unusable exception. It is included in the 
table because it uses a primary opcode in the instruction encoding map. 


This opcode is removed in a later revision of the architecture. If a MIPS III 
or MIPS IV processor is operated in MIPS II-only mode this opcode will 
cause a Reserved Instruction exception. 


This opcode indicates a class of coprocessor 1 instructions. If the processor 


State does not allow access to coprocessor 1, the opcode causes a 


Coprocessor Unusable exception. It is included in the table because the 
encoding uses a location in what is otherwise a CPU instruction encoding 
map. Further encoding information for this instruction class is in the FPU 
Instruction Encoding tables. 


This opcode is reserved for Coprocessor 0 (System Control Coprocessor) 
instructions that require base+offset addressing. If the instruction is used 
for COPO in an implementation, an attempt to execute it without 
Coprocessor 0 access privilege will cause a Coprocessor Unusable 
exception. If the instruction is not used in an implementation, it will cause 
a Reserved Instruction exception. 
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B.11 FPU Instruction Formats 


An FPU instruction is a single 32-bit aligned word. The distinct FP instruction 
layouts are shown in Figure B-16. Variable information is in lower-case labels, © 
such as “offset”. Upper-case labels and any numbers indicate constant data. A 
table follows all the layouts that explains the fields used in them. Note that the 
same field may have different names in different instruction layout pictures. The 
field name is mnemonic to the function of that field in the instruction layout. The 
opcode tables and the instruction decode discussion use the canonical field names: 
opcode, fmt, nd, tf, and function. The other fields are not used for instruction 
decode. 


Figure B-16 FPU Instruction Formats 


Immediate: load/store using register + offset addressing. 
31 26 25 21 20 16 15 


[oped | tae | 
6 


5 $s) 16 


Oo 


Register: 2-register and 3-register formatted arithmetic operations. 
31 26 25 21 20 


16 15 11.10 6 
rom pele lel 
5 5 


5 


5 


Oo 
on 

ot 
il 


6 . 


Register Immediate: data transfer -- CPU <> FPU register. 


>) 


31 26 25 21 20 16 15 11. (10 


et we ee 
6 5 5 5 


Condition code, Immediate: conditional branches on FPU cc using PC + offset. 


a 
awk 


Oo 


31 26 25 21 2018 171615 


cop | ac | we ffs) ote 
6 5 3.11 


| 16 


Register to Condition Code: formatted FP compare. — 


6 25 21 20 16 15 11.10 87 65 


31 2 
rem fm ll ll om 


«6 5 5 5 3 2 4 


1| 


Sa 
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B-96 


Condition Code, Register FP: FPU register move-conditional on FP cc. 


26 25 21 20 181716 15 11.10 


pen | [eb | * | 


Register-4: 4-register formatted arithmetic operations. 


31 26 25 21 20 16 15 11.10 6 
6 5 5 5 - 


Register Index: Load/store using register + register addressing. 


31 26 25 21 20 16 15 11 


10 
6 5 5 5 5 


MOVCF 


5 3 2 0 
function 
op4 | fmt3. 


o 
on 
w 
o 
| w 
° 


Register Index hint: Prefetch using register + register addressing. 


31 26 25 21 20 16 15 11.10 6 


6 5 5 5 5 


Condition Code, Register Integer: CPU register move-conditional 


26 25 21 20 181716 15 11_(10 


— P= deb [eo [| 
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Oo 


S) 
PREFX 


ni 


on FP cc. 


MOVCI 
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BC 

base 
COP1 
COP1X 


CC 


function 


function: 


op4 + 
fmt3 


hint 
index 
MOVC 


nd 
offset 


op 


PREFX 
rd 
rs 


rt 


SPECIAL 


sub 


tf 
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Branch Conditional instruction subcode (op=COP1) 

CPU register: base address for address calculations 
Coprocessor 1 primary opcode value in op field. 
Coprocessor 1 eXtended primary opcode value in op field. 


condition code specifier. For architecture levels prior to MIPS IV it must be 
zero. 


FPU register: destination (arithmetic, loads, move-to) or source (stores, 
move-from) 


destination and/or operand type (“format”) specifier 

FPU register: source 

FPU register: source 

FPU register: source (for stores, arithmetic) or destination (for loads) 


function field specifying a function within a particular op operation code. 
op4 is a 3-bit function field specifying which 4-register arithmetic operation 


for COP1X, fmt3 is a 3-bit field specifying the format of the operands and 
destination. The combinations are shown as several distinct instructions in 
the opcode tables. 


hint field made available to cache controller for prefetch operation 
CPU register, holds index address component for address calculations 


Value in function field for conditional move. There is one value for the 
instruction with op=COP1, another for the instruction with op=SPECIAL. 


nullify delay. If set, branch is Likely and delay slot instruction is not 
executed. This must be zero for MIPS I. 


signed offset field used in address calculations 


primary operation code (COP1, COP1X, LWC1, SWC1, LDC1, SDC1, 
SPECIAL) 


Value in function field for prefetch instruction for op=COP1X 
CPU register: destination 

CPU register: source 

CPU register: source / destination 

SPECIAL primary opcode value in op field. 


Operation subcode field for COP1 register immediate mode instructions. 
true/false. The condition from FP compare is tested for equality with tf bit. 
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B.12_ FPU (CP1) Instruction Opcode Bit Encoding 


This section describes the encoding of the Floating-Point Unit (FPU) instructions 
for the four levels of the MIPS architecture, MIPS I through MIPS IV. Each architecture 
level includes the instructions in the previous level; MIPS IV includes all instructions in 
MIPS 1, MIPS II, and MIPS III. This section presents eight different views of the instruction 
encoding. 


e Separate encoding tables for each architecture level. 


¢ A MIPSIV encoding table showing the architecture level at which each 
opcode was originally defined and subsequently modified (if modified). 


¢ Separate encoding tables for each architecture revision showing the 
changes made during that revision. 


B 12.1 Instruction Decode 
Instruction field names are printed in bold in this section. 


The primary opcode field is decoded first. The opcode values LWC1, SWC1, 
LDC1, and SDC1 fully specify FPU load and store instructions. The opcode values COP1, 
COP1X, and SPECIAL specify instruction classes. Instructions within a class are further 
specified by values in other fields. 


B 12.1.1 COP1 Instruction Class 


The opcode=COP1 instruction class encodes most of the FPU instructions. The 
class is further decoded by examining the fmt field. The fmt values fully specify the 
CPU <> FPU register move instructions and specify the S, D, W, L, and BC instruction 
classes. 


The opcode=COP1 + fmt=BC instruction class encodes the conditional branch 
instructions. The class is further decoded, and the instructions fully specified, by 
examining the nd and tf fields. 


The opcode=COP1 + fmt=(S, D, W, or L) instruction classes encode instructions 
that operate on formatted (typed) operands. Each of these instruction classes is further 
decoded by examining the function field. With one exception the function values fully 
specify instructions. The exception is the MOVCF instruction class. 


The opcode=COP1 + fmt=(S or D) + function=MOVCTF instruction class encodes 
the MOVT.fmt and MOVF.fmt conditional move instructions (to move FP values based on 
FP condition codes). The class is further decoded, and the instructions fully specified, by 
examining the tf field. 


+t An exception to this rule is that the reserved, but never implemented, Coprocessor 3 
instructions were removed or changed to another use starting in MIPS III. 
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B 12.1.2 COP1X Instruction Class 


The opcode=COP1X instruction class encodes the indexed load /store instructions, 
the indexed prefetch, and the multiply accumulate instructions. The class is further 
decoded, and the instructions fully specified, by examining the function field. 


B 12.1.3 SPECIAL Instruction Class 


The opcode=SPECIAL instruction class is further decoded by examining the 
function field. The only function value that applies to FPU instruction encoding is the 
MOVCI instruction class. The remainder of the function values encode CPU instructions. 


The opcode=SPECIAL + function=MOVCI instruction class encodes the MOVT 
and MOVF conditional move instructions (to move CPU registers based on FP condition 
codes). The class is further decoded, and the instructions fully specified, by examining the 
tf field. 


B 12.2 Instruction Subsets of MIPS III and MIPS IV Processors. 


MIPS III processors, such as the R4000, R4200, R4300, R4400, and R4600, have a 
processor mode in which only the MIPS II instructions are valid. The MIPS II encoding 
table describes the MIPS I]-only mode. 


MIPS IV processors, such as the R8000 and R10000, have processor modes in which 
only the MIPS II or MIPS III instructions are valid. The MIPS II encoding table describes 
the MIPS II-only mode. The MIPS III encoding table describes the MIPS III-only mode. 
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Table B-23 FPU (CP1) Instruction Encoding - MIPS I Architecture 
Instructions encoded by the opcode field. 
31 26 0 


bits 28..26 


bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
000 
001 
010 
011 
100 
101 
110 
111 


NGO 7 & WN — © 





Instructions encoded by the fmt field when opcode=COP1. 


26 25 | | 0 
Ei 
= COP1 
bits 23.21 
bits = 1 2 3 a 5 6 7 
25..24 001 010 011 101 Bt 111 







0 00 

01 
10 
11 






Instructions encoded by the tf field when opcode=COP!1 and fmt=BC. 


26 25 


Y opeads im 
= COP! = BC 





[* | bit 16 


0 1 
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Table B-23 (cont.) FPU (CP1) Instruction Encoding - MIPS I Architecture 
Instructions encoded by the function field when opcode=COP1 and fmt = S, D, or W 


31 26 25 21 0 
fmt = S = COPI1 =5 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
9.3 000 001 010 011 100 101 110 111 
[ADD | sup | MUL_| DW [| - | ABS | MOV | 






ee to et | 






NO O & WN — © 


111 








: 31 26 25 21 0 
encoding when 
fmt = D opcode fmt 
= = COPI1 =D 
bits 2.0 | 
bits 0 1 2 3 4 5 6 7 
9..3 000 001 010 011 100 101 110 111 








NI QD & WN — © 


ee ed 





111 





. 31 26 25 21 " 
encoding when opcode fmt 
int = W com | || tae 


bits 2..0 


ND Oo PF WN © 
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Table B-24 FPU (CP1) Instruction Encoding - MIPS II Architecture 
Instructions encoded by the opcode field. 
31 26 0 


bits 28.26 


bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
000 
001 
010 
011 
100 
101 
110 
111 


NA O & WN — © 





Instructions encoded by the fmt field when opcode=COP1. 


31 26 25 21 0 
fp 
= COP] 
[fmt] bits 23.21 

bits 0 1 2 3 4 5 6 7 

25.24 

0 00 

1 01 

2 10 

3 $n 





Instructions encoded pi the nd and tf fields when opcode=COP1 and fmt=BC. 


26 25 17 16 0 


opcode fmt 
Fe 
[* | bit 16 
H 0 1 
0 
BCIFL 


bit17 1 
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Table B-24 (cont.) FPU (CP1) Instruction Encoding - MIPS II Architecture 
Instructions encoded by the function field when opcode=COP1 and fmt = S, D, or W 


31 26 25 21 0 
fmt = S = COP ] = S 
function | bits 2..0 
bits 0 1 2 3 4 5 6 7 
9..3 000 001 010 011 100 101 110 111 





ee ee ee 





NO OO & WN & © 






111 













F 31 26 25 21 0 

encoding when opcode 
fmt =D 26H | |__| tanetion 
function | bits 2..0 

bits 0 1 2 3 4 5 6 7 

9..3 000 001 010 011 100 101 110 111 
0 
1 
2 
3 
4 
SMO ee ee Ae 
6 uo[ Fa 
7m 


. 31 26 25 21 " 
encoding when opcode fmt 
ime = W em | wy |_| tation 


bits 2..0 





NA Og &® WN F © 
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Table B-25 FPU (CP1) Instruction Encoding - MIPS III Architecture 
Instructions encoded by the opcode field. 
31 26 0 


bits 28..26 


bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
000 
001 
010 
011 
100 
101 
110 
111 


NG Oo & WN = © 





Instructions encoded by the fmt field when opcode=COP1. 







31 26 25 21 0 
opcode 
= COP 
bits 23..21 
bits 0 1 2 3 4 5 6 7 
25..24 000 001 010 011 100 101 10 111 
0 oo [-MRCI_ | DMFci [ crcl [ * | MMi | DMTci |] cri [| 
De ee 
2 w[ ss [ps [| * [ = [| we [ ts [ * | 
Be ca a a 





Instructions encoded by the nd and tf fields when opcode=COP!1 and fmt=BC. 





26 25 21:17: 16 Oo 


31 
opcode fmt 
_=COP1 | =BC | 
[* bit 16 
0 


0 
bry 1{_BCiFL_| 
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Table B-25 (cont.) FPU (CP1) Instruction Encoding - MIPS III Architecture 
Instructions encoded by the function field when opcode=COP1 and fmt = S, D, W, or L 






















31 26 25 24 0 

encoding when opcode fmt 
fmt = S = COP1 = 5 
bits 2..0 

bits 0 1 2 3 4 5 6 7 

5.3 000 001 010 011 100 101 110 111 
0 000 
1 001 
i Os ee eee 
3 O11 
4 CVT.W 
BP OD ten ee a ee ee ee 
6 110 
7 1m | 


, 31 26 25 21 0 
encoding when 
fmt = D opcode 
= COPI 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
5.3 000 001 010 011 100 101 110 111 










000 
001 





NIA Oo & WD NN — © 


ae LS Ee ee Se ee ee | 
COLT a | CULT a | COLE « 
C.NGLE a| CSEQ a | C.NGL o C.NGE « C.NGT a 


111 


31 26 25 21 0 
encoding when Secon tat 
pec Work | 26S | ewan | | ton 


bits 2..0 





ND OF & WN © 
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Table B-26 FPU (CP1) Instruction Encoding - MIPS IV Architecture 
Instructions encoded by the opcode field. 


31 26 0 
Ce 
bits 28..26 

bits 0 1 2 3 4 5 6 7 

31.29 000 001 010 011 100 101 110 111 

0 000 |SPECIAL 8, B 

1 001 

2 010 

3 011 

4 100 

5 101 

6 110 

7 11 





Instructions encoded by the fmt field when opcode=COP1. 


26 25 | 0 
Ei 
= COP1 
bits 23.21 
bits 0 1 2 3 4 5 6 7 
25..24 000 001 010 011 100 101 110 111 















0 00 [MFCI_| DMFCL | crci_] - | Micl | DMTG: | crcl |" 
(| wee fot | | ee 
2 w [ss | bs | | | ws [te ff 
ee ee ae a aa 








Instructions encoded ‘s the nd and tf fields when opcode=COP1 and fmt=BC. 


26 25 17 16 


opcode i 
COP! = BC 
ine 


0 1 
0 
bit17 1 _ BCITL 
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Table B-26 (cont.) FPU(CP1) Instruction Encoding - MIPS IV Architecture 
Instructions encoded by the function field when opcode=COP1 and fmt = S, D, W, or L 


31 26 25 21 0 
fmt = S = COP 1 = S 
bits 2..0 

bits 0 1 2 3 4 5 6 7 

5..3 000 001 010 011 100 101 110 111 








000 
001 CEILW_| FLOORW 
oo[ + |MovcFs| Movz | MOVN | + | RECIP | RSQRT |_| 

a ed ee 





011 
10[ | cv | | | emwif>emi)- || 
Ce ee 
n10 





ND OF &® W NN = © 


111 

















; 31 26 25 21 0 
encoding when 7 
Se Ec 
= COP1 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 
0 000 
1 001 
2 
3 
4 
0 ee ed 
6 10 
7m 


31 26 25 21 " 
encoding when opcode fmt 
fm = Worl com | mz |_| funtion 


bits 2..0 


ND oO & WON — © 
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Table B-26 (cont.) FPU(CP1) Instruction Encoding - MIPS IV Architecture 
Instructions encoded by the function field when opcode=COP1X. 
[function] bits 2.0 


31 26 5 0 
opcode 
= COP1X 
bits 0 1 2 3 4 5 6 7 


9.3 000 001 010 011 100 101 110 111 


ooo [iwxcr | toxcr | | rT Ud 
Tswxer_[spxcr | | ORE 








a a LE 
[MADDS [MADDD[-_|- | - |. |_| 
TwsuBs | MsuBD [| - | ||| 
INMADDS|NMADDD[_= [=| ||P 
TNMSUBS[NMSUBD[ -[* || || 






NDB OF & WN — © 
8 





Instructions encoded by the tf field when opcode=COP1, fmt = S or D, and 
function=MOVCF. 


26 25 5 0 
oo ac function 
= COP1 = §, D = MOVCF 
bit 16 0 These are the MOVE fmt and MOVT.fmt instructions. They 
MOVE (fmt) wate (fmt) should not be confused with MOVF and MOVT. 


Instruction class encoded by the function field when opcode=SPECIAL. 


31 26 | 5 0 
opcode 
= SPECIAL 







bits 2..0 
bits 0 1 2 3 4 5 6 7 
5..3 

0 000 





7 iil 


Instructions encoded by the tf field when opcode = SPECIAL and function=MOVCI. 


31 26 16 5 O 
opcode function 
= SPECIAL = MOVCI 
bit 16 0 1 These are the MOVF and MOVT instructions. They should 
MOVE not be confused with MOVF.fmt and MOVT.fmt. 
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Table B-27 Architecture Level In Which FPU Instructions are Defined or Extended. 


The architecture level in which each MIPS IVencoding was defined is indicated by a subscript 1, 2, 3, 
or 4 (for architecture level I, II, III, or IV). If an instruction or instruction class was later extended, the 
extending level is indicated after the defining level. 


Instructions encoded by the opcode field. 


31 26 


bits 28.26 Architecture level is shown by a subscript 1, 2, Ill, or 4. 


| 


bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
0 000 |SPECIALB, 

1 001 

3 011 

4 100 

5 101 

6 110 LDC] » 

7 111 SDC] , 


Instructions encoded by the fmt field when opcode=COP1. 


31 26 25 21 


0 
opcode 
= COP] 


bits 23.21 Architecture level is shown by a subscript 1, 2, 3, or 4. 












bits 0 1 2 3 4 5 6 7 
25..24 000 001 010 011 100 101 110 111 
0 oo [MFCI, [DMFCI,[ CFCl; | "1 | MTCI; | DMTCI,] CTC, | 1 
Ns Cpe Nae ee ee 
2 10 | Sizsa | Dinas | o*1 | ty | Wasa | Lae [on | 
Be ie eee a a a 









Instructions encoded by the nd and tf fields when opcode=COP1 and fmt=BC. 


31 26 25 21 17 16 0 


opcode fmt 
eon | oc | fl 


Architecture level is shown by a subscript 1, 2, 3, or 4. 


bit 16 
0{ BCIF,, | BCIT,, 


bit17 1| BCIFL,, | BCITL2, 
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Table B-27 (cont.) Architecture Level (I-IV) In Which FPU Instructions are Defined or Extended 


Instructions encoded by the function field when opcode=COP1 and fmt = S, D, W, or L 
31 26 25 21 0 


encoding when opcode fmt 


bits2..0 | Architecture level is shown by a subscript 1, 2, 3, or 4. 







bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 

0 000 Te 
1 001 
2 ora 
3 

4 

M0 ee ae 
6 110 
71m 





31 26 25 21 0 


encoding when opcode : 


bits2..0 Architecture level is shown by a subscript 1, 2, 3, or 4. 

bits 0 1 2 3 4 5 6 7 

5.3 000 001 010 011 100 101 110 111 
000 
00 
mo [*; [| MOVCF, | MOVZ,| MOVN, |", | RECIP, | RSQRT,[ "y 
i | 
0 [evIsss] 1 | | a EW, | tg Py 

gp Oe eno ee es ae ae es ee 


101 ae Gare mee 
110 














NA oO & WN — © 


111 





31 26 25 21 0 


encoding when | 
mme-Work | 28Sm Lem | | tation | 


bits 2..0 Architecture level is shown by a subscript 1, 2, 3, or 4. 
bits 0 1 2 3 4 5 6 7 





Selec eames 
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Table B-27 (cont.) Architecture Level (I-IV) In Which FPU Instructions are Defined or Extended 
Instructions encoded by the function field when opcode=COP1X. 


31 26 5 0 


| bits 2..0 Architecture level is shown by a subscript 1, 2, 3, or 4. 
_ bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 


ooo [iwxcr, | LOX, | 4s | a | a ts 
CSwxcl, | SDXCly | “4 [4 | a) a) | PREP 
ey ee ae Le 









i a ee a 

|MADDS, |MADD.D,| "4 | "a | a | tae a 
| MSUBS, | MSUBD, | *s | o*4 | a | ts a 
INMADDS4|NMADD.D,| ota | "a | ts ta te 
|NMSUBS,|NMSUBD,{| "4 | "4 | *a Te a 






ND OFF & WN — © 
S 





Instructions encoded by the tf field when opcode=COP1, fmt = S or D, and 
function=MOVCEF. 


=) 


31 26 25 21 5 


16 
opcode fmt function 
=COPI1 | =S,D = MOVCF 
1 


These are the MOVF.fmt and MOVT.fmt instructions. 


bit 16 0 
l] MOVE (fmt) ,| MOVT (fmt) , They should not be confused with MOVF and MOVT. 


Instruction class encoded by the function field when opcode=SPECIAL. 
31 26 


5 0 
opcode 


bits2.0 Architecture level is shown by a subscript 1, 2, 3, or 4. 







bits 0 1 2 3 4 5 6 7 
9..3 000 001 010 011 100 101 110 111 
0 000 





7 iil 


Instructions encoded by the tf field when opcode = SPECIAL and function=MOVCI. 


31 26 7 16 5 0 


opcode function 
= SPECIAL = MOVCI 


These are the MOVF and MOVT instructions. They should 


0 1 
not be confused with MOVE fmt and MOVT.fmt. 


bit 16 
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Table B-28 FPU Instruction Encoding Changes - MIPS II Architecture Revision. 


An instruction encoding is shown if the instruction is added or extended in this 
architecture revision. An instruction class, like COP1, is shown if the instruction class is 
added in this architecture revision. 


Instructions encoded by the opcode field. 
31 26 


0 
[opcode | bits 28..26 
3 4 5 6 7 


bits 0 1 2 
31..29 000 001 010 011 100 101 110 111 
Re | 
001 
010 
011 
100 
101 
110 
111 


NA OF &® WO NHN = © 





Instructions encoded by the fmt field when opcode=COP1. 


31 26 25 21 0 
Ed 
= COP1 
[fmt _] bits 23.21 
bits 0 1 2 3 4 5 6 7 
25..24 000 001 010 011 100 101 110 111 
0 0 
1 01 
2 10 
3 0 


Instructions encoded by the nd and tf fields when opcode=COP!1 and fmt=BC. 


31 26 25 21 17 16 0 


opcode fmt oe a 
eon | ee | 
Et as 
= 
) ae a F 
pri 1 [eae BcrTE 
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Table B-28 (cont.) FPU Instruction Encoding Changes - MIPS II Revision. 
Instructions encoded by the function field when opcode=COP!1 and fmt = 5, D, or W 








31 26 25 21 0 
encoding when opcode fmt 
fmt = S = COPI1 =§ 
bits 2..0 
0 
1 
2 
3 
4 
5 
6 
7 
; 31 26 25 21 0 
encoding when opcode 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
0 
1 
2 
3 
4 
5 
6 
7 
31 26 25 21 0 
encoding when 
fmt = W opcode fmt 
2 = COP1 =W 


bits 2..0 


NO O & WN © 
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Table B-29 FPU Instruction Encoding Changes - MIPS III Revision. 


An instruction encoding is shown if the instruction is added or extended in this 
architecture revision. An instruction class, like COP1, is shown if the instruction class is 
added in this architecture revision. 


Instructions encoded by the opcode field. 
31 26 0 


a 
[opcode ] bits 28..26 


bits 0 1 2 3 4 5 6 7 
31..29 000 001 010 011 100 101 110 111 
000 
001 
010 
011 
100 
101 
110 
111 


NG Oo ff WN — © 





Instructions encoded ds the fmt field when eee 








26 25 0 
= COP1 
bits 23..21 
bits 0 1 2 3 4 5 6 7 
25.24 000 001 010 011 100 101 110 111 
0 00 | | | 
1 01 
2 10 
3 11 


Instructions encoded : the nd and tf fields when opcode=COP!1 and fmt=BC. 


26 25 17 16 


F opcode | fmt 
Fes 





qe bit 16 


bit Hl : cL — 
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Table B-29 (cont.) FPU Instruction Encoding Changes - MIPS III Revision. 
Instructions encoded by the function field when opcode=COP1 and fmt = S, D, or L. 


31 26 25 21 0 


encoding when opcode fmt 






bits 0 1 2 3 4 5 6 "4 
9.3 000 001 010 011 100 101 110 111 

0 

1 

2 

3 

4 

5 

6 

7 


’ 31 26 25 21 0 
encoding when 
ae opcode fmt 
= COP1 =D 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
9.3 000 001 010 011 100 101 110 111 





NA Oo & GC NH ! © 


; 31 26 25 21 0 
encoding when 
PELE opcode fmt 

7 = COP! =L[ 


bits 2..0 





ND OF F&F WON KS © 
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Table B-30 FPU Instruction Encoding Changes - MIPS IV Revision. 


An instruction encoding is shown if the instruction is added or extended in this 
architecture revision. An instruction class, like COP1X, is shown if the instruction class is 
added in this architecture revision. 


Instructions encoded by the opcode field. 
31 26 


bits 28.26 
3 4 5 6 7 


bits 0 1 2 
31..29 000 001 010 011 100 101 110 111 
a 7 

001 
011 
100 
101 
110 
111 





NA O& & WN = © 


Instructions encoded by the fmt field when opcode=COP1. 


31 26 25 21 0 
Es 
= COP! 
bits 23..21 
bits 0 1 2 3 4 5 6 7 
25..24 000 001 010 011 100 101 110 111 
0 0 
1 01 
2 10 
3 11 


Instructions encoded by the nd and tf fields when opcode=COP!1 and fmt=BC. 


26 25 17 16 0 


opcode fmt Bi 
em | ee | i 
[*] bit 16 | 

0 


bRI7 1 
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Table B-30 (cont.) FPU Instruction Encoding Changes - MIPS IV Revision. 
Instructions encoded by the function field when opcode=COP1 and fmt = S, D, W, or L. 


31 26 25 21 0 
fmt = S = COP1 =5 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 






ee 


N DOO B® ON & & 





111 





. 31 26 25 21 0 
encoding when 
fmt = D See 
= COPI1 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
5..3 000 001 010 011 100 101 110 111 













110 
111 


a ee 
COLE 


NA OF WON = © 





31 26 25 21 0 
encoding when BpCodE imi 
bits 2..0 

bits 0 1 2 3 4 5 6 7 


NO O &§ WN © 
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Table B-30 (cont.) FPU Instruction Encoding Changes - MIPS IV Revision. 
Instructions encoded by the function field when opcode=COP1X. 


31 26 5 0 
opcode 
= COP1X | tron 
bits 2..0 
bits 0 1 2 3 4 5 6 7 
9..3 000 001 010 011 100 101 110 111 






000 
001 


ES oS eS  O ( 
_swxe1 | spxci | | PREF 












ee 

[MaDDS [MaDDD| = |_| || +) 
CwsuBps | susp |= ||| .* || 
[NMADDS|NMADDD| =| - |||) 
PNmsuBs[NMsuBD[ = [|= | | |_| 






NA OF & WON — SS 
3 





Instructions encoded by the tf field when opcode=COP1, fmt = S or D, and 
function=MOVCEF. 


26 25 





bit 16 0 1 These are the MOVE.fmt and MOVT.fmt instructions. They 
should not be confused with MOVF and MOVT. 


Instruction class encoded by the function field when opcode=SPECIAL. 





[function] bits 2..0 | 
bits 0 1 2 3 4 5 6 7 
5.3 000 001 010 011 100 = 101 10 = 111 


0 000 







7 111 





Instructions encoded by the tf field when opcode = SPECIAL and function=MOVCI. 





| 7 16 | 5 0 
function 
= MOVCI | 


31 26 
opcode 
= SPECIAL 
bit 16 — 1 These are the MOVF and MOVT instructions. They should 


not be confused with MOVF.fmt and MOVT.fmt. 
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Key to all FPU (CP1) instruction encoding tables: 


* This opcode is reserved for future use. An attempt to execute it causes 


either a Reserved Instruction exception or a Floating Point Unimplemented 
Operation Exception. The choice of exception is implementation specific. 


Q The table shows 16 compare instructions with values named C.condition 
where “condition” is a comparison condition such as “EQ”. These 
encoding values are all documented in the instruction description titled 
“C.cond.fmt”. 


B The SPECIAL instruction class was defined in MIPS I for CPU instructions. 
An FPU instruction was first added to the instruction class in MIPS IV. 


5 (also italic opcode name) This opcode indicates an instruction class. The 
instruction word must be further decoded by examing additional! tables 
that show values for another instruction field. 


X. The COP1X opcode in MIPS IV was the COP3 opcode in MIPS I and II and 
a reserved instruction in MIPS III. 


X% These opcodes are not FPU operations. For further information on them, 
look in the CPU Instruction Encoding information section A 8. 


(fmt) This opcode is a conditional move of formatted FP registers - either 
MOVE.D, MOVES, MOVT.D, or MOVT.S. It should not be confused with 
the similarly-named MOVF or MOVT instruction that moves CPU 
registers. 
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MIPS IV Instruction Set Errata 
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